PRODUCT CODE:-

MS-1 SERIES

CATEGORY:-

MICRO-SWITCH

1. MS-1 (Basic Switch)

BASIC DIMENSIONS:-

Note: Technical specifications are subject to change without prior notice

Copyright © 2019 by Elcom International Pvt.Ltd, India. All rights reserved

20.00 7.00
3.00 3.00
T i 1
M .
o
o o| ¥
I Al o
o - o~
e | @
2 0.50
wn
NO | NC c| No 3.10
7.00
12.70
18.40
2. MS-1R (Rivetted Body) 3. MS-1C (Short Terminals) 4. MS-1L (Lever Actuated)
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5. PMS-1 (Pin Actuated) 6. MPU (Unshrouded cap) 7. MPS (Shrouded cap)
A. MPU-1 (INO-NC) A. MPS-1 (INO-NC)
B. MPU-2 (2NO-NC) B. MPS-2 (2NO-NC)
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TOPPETEOPET MIS-1 SERIES TR MICRO-SWITCH
I1I. MOUNTING DETAILS
1. Chassis Mounting 2. PCB Layout
(MS-1, MS-1L, MS-1C) (MS-1, MS-1L, MS-1C)
$2.30 L
2Nos. 12.70 - 7.00 @3.30X4nos.
> ¢ ¢
18.40
3. Panel Cutout 4. Panel Cutout
(PMS-1) (MPU-1,2, MPS-1,2)
iy 90
?8.50 $12.70
IV. SPECIFICATION TABLE:-
SR.NO. PARAMETER SPECIFICATION
MS-1, MS-1C, MS-1R MS-1L MPU, MPS, PMS
1 Type Micro switch, Momentry
2 V/A Rating 4A, 250V AC
3 Contact Resistance (Initial) 20m Ohms. Max.
4 Insulation Resistance At 500 V DC 100M Ohms Min.
5 H.V.Break Down Test (For 1-Minute) 1KV AC
6 Mounting Chassis With Screw/PCB type Panel With Screw
7 Terminals Solder-type
8 Electrical Life 10,000 Cycles Min.
9 Mechanical Life 50,000 Cycles Min.
Permissible (i) With/Without Load -25°C TO +85°C
10 Temp.
(i) For Soldering 270°C/ 5 Sec Max.
11 Relative humidity (%) 91 to 95% RH
12 (a) Switch body PBT, GF
(b) Basic actuator Delrin (White)
(c) Terminals Brass, Tin Plating
Material
(d) Contacts Copper,Silver Plated
(e) Bracket - CRCA, Nickel plating Nylon, GF
(f) Extended actuator - CRCA, Nickel plating ABS
13 Reference Standard IEC-61058-1, UL-1054
14 Compliance Marking (<3 (On request) -
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PRODUCT CODE:-

MS-1 SERIES

CATEGORY:-

MICRO-SWITCH

ORDERING CODE:-

Series Variety

Ms-1 c

Short Terminals

L | Lever actuated

R | Rivetted
Series Color Code
PMS-1
03 Black
04 | Red
07 Green
Series Variety Color Code
MPS 1 | 1No-1nC
03 Black
2 | 2NO-2NC
04 | Red
05 | Blue
06 Yellow
07 Green
10 White
Series Variety Color Code
MPU 1| 1No-1NC
03 Black
2 2NO-2NC
04 Red
05 | Blue
06 | Yellow
07 Green
For Example:-
MS-1 - Standard Switch
MS-1-C - Switch with Short Terminals
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