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RS-601-5 Series
RS-1601-5 Series ROCKER SWITCH
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Add suffix K for switch with splash & dust proof cap ,e.g. RS-16K-5.

Dust cap holder Dust cap
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SPECIFICATION TABLE 

(b) For Soldering 270°C for 5 Sec Max.

Material

                 Reference  Standard12

11

Silver / Copper, Silver Plating
  IEC-61058-1, UL-1054

 Nylon

Brass,Tin Plating.
Non-Illuminated : Black, Red.

(c) Terminals
(d) Contacts

(a) Body

(b) Knob

Nylon

Type 

Mounting

V/A Rating

Insulation Resistance at 500 V DC
H.V.Break Down Test(For 1-Minute)

Contact Resistance(Initial)

Panel Thickness

Electrical Life

Permissible Temp.

Terminals 

10

9

7
8

6

4
5

3

1
2

SR.NO

1.5 KV AC
Snap-in.
Soldering/Fast on, 6.30 x 0.80
10,000 Cycles Min.

(a) With/Without Load

Refer Panel Cut out table
Rocker switch, SPDT 

10 mOhms. Max.
100 MOhms Min.

PARAMETER SPECIFICATION

6A,250VAC 16A,250VAC 
RS-601-5 RS-1601-5

RS

Rocker Switch Current Rating

5

Variety Code

ORDERING CODE

Function

01 SPDT6
16

6A
16A

Colour Code

03
04

Black
Red

-25°C TO +85°C

13 Compliance Marking 

RS-601-5 Series
RS-1601-5 Series ROCKER SWITCH

SRP 2 0 10 6

PGP

GJG

GJG

12.06.14

12.06.14

12.06.14

COMPLIANT

RoHS,

Dust Cap

K

P1

P2

P3

P4

P5

P7

O
N

O
FF

- None

P8

Knob Printing Approval

Non RoHS

V
COMPLIANT

RoHS

No
Suffix

(On Request)


