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Locking Actuator BASIC DIMENSIONS:-
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EEVC-CCS-2 Inlet Series

Locking actuator can fit at any defined location

For Example -:  EEVC-C2D4LW1.0S -: Elcom Electric Vehicle Charging CCS-2 Inlet 250A 1000 VDC & 32A 480VAC With Locking  Actuator, With 1.0 mtr Siechem wire

Permissible Temp.

4

-30°C TO 50°C

0.5mΩ MaxContact Resistance

11

(b) Conductors

(a) Wire

Bare copper, class 5  

Thermo Plastic 
SR.NO PARAMETER SPECIFICATION

1 Type Vehicle Inlet (IVa)

3

H.V.Break Down Test (For 1-Minute)

Wire

6

As per table of Cable details

2

Insulation Resistance at 1000 VDC >1000 MΩ 

Material

With/Without Load

(b) Outer sheath 

(c) Wire Sheath Color

(ii) Earth,PP, sensors

(i) Live , Neutral,CP 

3 KV

5

PT1000 x 2 NosTemperature Sensor

12

Shell Material

 IEC 62196-1, IEC 62196-2, IEC 62196-3, IEC 62893Reference Standard

Protection Degree  Mating - IP- 44 & Unmating  IP-55 (With Protection Cap)

Thermoplastic

As per table of Cable details

V/A Rating for AC 16A/32A/63A  250V/480V AC

Signal Rating 2A 30V AC (For PP & CP) 

3A 12V DC

Locking
Actuator

0.2A Motor current for locking 

Rating (Max)

Insertion life cycle > 10000 Load Cycles

Locking Rod Holding Force

Locking Rod Fracture Force

    ≥ 75 N

    ≥ 300N

13

7

10

8

V/A Rating for DC 150A/200A/250A 1000V DC

Modes 2, 3 & 4

9

14

15

16

17

18

19

Mechanical Life >10000 Cycles

Insertion Force <100 N

Withdrawal Force <100 N

SR.NO PARAMETER SPECIFICATION

EVM-1/ EVM-2/EVM-3

27

37.0

49
.5

11.5

Ø23.50
R24x2n

R0.50

 IS 17017-1, IS 17017-3

150A 1000 VDC + 16A 250VAC 

150A 1000 VDC + 16A 480VAC 

150A 1000 VDC + 32A 250VAC 

150A 1000 VDC + 32A 480VAC 

150A 1000 VDC + 63A 480VAC 

1

2

3

4

6

7

8

9

10

200A 1000 VDC + 16A 250VAC 

200A 1000 VDC + 16A 480VAC 

200A 1000 VDC + 32A 250VAC 

200A 1000 VDC + 32A 480VAC 

200A 1000 VDC + 63A 250VAC 

13

14

15

16

18

250A 1000 VDC + 16A 250VAC 

250A 1000 VDC + 16A 480VAC 

250A 1000 VDC + 32A 250VAC 

250A 1000 VDC + 32A 480VAC 

250A 1000 VDC + 63A 480VAC 

50 x 2 + 25 x 1 + 2.5 x 2 + 0.75 x 6 

50 x 2 + 25 x 1+ 2.5 x 4 + 0.75 x 6 

50 x 2 + 25 x 1 + 6 x 2 + 0.75 x 6 

50 x 2 + 25 x 1 + 6 x 4 + 0.75 x 6 

50 x 2 + 25 x 1 + 16 x 4 + 0.75 x 6 

70 x 2 + 25 x 1 + 2.5 x 2 + 0.75 x 6 

70 x 2 + 25 x 1+ 2.5 x 4 + 0.75 x 6 

70 x 2 + 25 x 1 + 6 x 2 + 0.75 x 6 

70 x 2 + 25 x 1 + 6 x 4 + 0.75 x 6 

70 x 2 + 25 x 1 + 16 x 2 + 0.75 x 6 

70 x 2 + 35 x 1 + 2.5 x 2 + 0.75 x 6 

70 x 2 + 35 x 1+ 2.5 x 4 + 0.75 x 6 

70 x 2 + 35 x 1 + 6 x 2 + 0.75 x 6 

70 x 2 + 35 x 1 + 6 x 4 + 0.75 x 6 

70 x 2 + 35 x 1 + 16 x 4 + 0.75 x 6 

Rating (DC + AC)Sr.No Wire Sizes (DC + AC)  

150A 1000 VDC + 63A 250VAC 5 50 x 2 + 25 x 1 + 16 x 2 + 0.75 x 6 

11

200A 1000 VDC + 63A 480VAC 70 x 2 + 25 x 1 + 16 x 4 + 0.75 x 6 12

17 70 x 2 + 35 x 1 + 16 x 2 + 0.75 x 6 

R1 Modified Codes 25-11-23 PBM

R2 07-12-23 PBM3A 12V DC 3A 12V AC
Locking Actuator

R2

R3
Rectified wire size of Ac Unit   

R3

70 x 2 + 35 x 1 + 16 x 5 + 0.75 x 6         70 x 2 + 35 x 1 + 16 x 4 + 0.75 x 6
50 x 2 + 25 x 1 + 2.5 x 3 + 0.75 x 6        50 x 2 + 25 x 1 + 2.5 x 2 + 0.75 x 6

28-12-23 PBMExample

Note -:  Still Siechem & Onitl wires are Approved _   Polycab & Apar wires are under Approval

R4 Added Wire Mfg Table in Ordering Table 11-03-24 PBM

Cable/Wire

With Wires -: W

Without Wires -: N

Elcom Electric Vehicle Charging 

CCS-2 -:  C

Sub Type

Inlet -: 2

Current Rating

EEVC

Connector Type Locking Actuator

With Actuator-: L

Without Actuator -: M 

Length (mtr)

1.5

1.0 

2.0

150A 1000 VDC + 16A 250VAC -: A1  

150A 1000 VDC + 16A 480VAC -: A2 

150A 1000 VDC + 32A 250VAC -: A3

150A 1000 VDC + 32A 480VAC -: A4

150A 1000 VDC + 63A 480VAC -: A6

200A 1000 VDC + 16A 250VAC -: B1

200A 1000 VDC + 16A 480VAC -: B2

200A 1000 VDC + 32A 250VAC -: B3

200A 1000 VDC + 32A 480VAC -: B4 

200A 1000 VDC + 63A 250VAC -: B5

250A 1000 VDC + 16A 250VAC -: D1

250A 1000 VDC + 16A 480VAC -: D2

250A 1000 VDC + 32A 250VAC -: D3

250A 1000 VDC + 32A 480VAC -: D4

150A 1000 VDC + 63A 250VAC -: A5

200A 1000 VDC + 63A 480VAC -: B6

250A 1000 VDC + 63A 250VAC -: D5

250A 1000 VDC + 63A 480VAC -: D6

Wire Mfg. 

KEI - K

Siechem - S

Apar - A

KEC - C

Onitl - O

Polycab - P

R4

150A 1000 VDC + Only CP,PP & PE -: A0  

200A 1000 VDC + Only CP,PP & PE -: B0

250A 1000 VDC + Only CP,PP & PE -: D0

R5 10-09-24 PBMModified Current rating table 

R5

83

For General Customers

3.0

R7

DC+
DC-

30 AWG _T1, T2 (Sensor @DC+)

30 AWG _T3, T4 (Sensor @DC-) R7

0.5

4.0

5.0

R6 11-11-24 PBMUpdated Length & Sensor Position
R7 14-11-24 PBMUpdated Length 

ELCOMR8

R8 30-01-25 PBMELCOM Symbol Added


